




Why repair?  

Although defects in RENK-MAAG gearbox
es are rare, incorrect storage, improper care 
or poor maintenance can occasionally re-
sult in damage. New parts do not always 
have to be procured in such circumstances. 
A repair is possible in the majority of cases.

Why preventive control?

Even if no damage is apparent we still re-
commend that specific periodic inspections 
of major components are conducted by 
RENK-MAAG. Such preventive measures do 
not necessarily result in repairs. On the con-
trary, inspections safeguard long-term, trou-
ble-free operation, and extend service life.

Repair what?

RENK-MAAG repairs or revises all RENK-
MAAG products where necessary. The 
same applies for all MAAG turbo and ma-
rine gearboxes, couplings and GP pumps 
for which spare parts are manufactured ac-
cording to original drawings. RENK-MAAG 
also maintains individual components such 
as bearings, rotors, turning gears, etc., and 
also conducts repairs to third party pro-
ducts.

Repair procedure

The procedure is conducted in two steps. A 
detailed inspection is initially made of the 
affected parts. This results in an objective 
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Damage assessments

RENK-MAAG conducts non-destructive, 
and if necessary, destructive damage as-
sessments together with external indepen-
dent experts.

Modifications

RENK-MAAG undertakes modifications of 
gearboxes after clarification of their tech-
nical feasibility.�
This includes:
• Speed alterations
• Performance modifications
• Additional measuring instruments
• Rotary drives, mounted pumps
• Custom modifications

report regarding the condition of the parts 
and any deviations, as well as a repair quo-
tation. The second step is the repair pro-
cess. A test run of each complete gear unit 
can be conducted on our efficient testbed 
for certification purposes.

Repair goals

• Short repair times
• �Original dimensions are maintained 

where possible
• Reusable as new parts
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